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MEMBRANE ROOFING ON TYVEK ON
7/16" 0SB SHEATHING; NOTE RUN
THE MEMBRANE OVER THE TOP AND
DOWN ON OTHER SIDE

| ——DOUBLE 2X4'S AT END
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AND END WITH TERMINATION BAR; STRAIGHT AND
TRUE

SURE SEAL TREMINATION BAR
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TYVEK ON 7/16" 0SB SHEATHING; NOTE
SHEATHING TO BE NAILED AT 6" 0.C. ALL
AROUND THE PERIMETER AND 12" 0.C. ON
ALL INSIDE STUDS, TYPICAL

3/4" STUCCO ON GALV. METAL LATH ON
TYVEK ON 7/16" 0SB SHEATHING; NOTE
SHEATHING TO BE NAILED AT 6" 0.C. ALL
AROUND THE PERIMETER AND 12" 0.C. ON
ALL INSIDE STUDS, TYPICAL
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0.C.
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GALV. ADJUSTABLE ANCHORS @ 24

0.C. EA. WAY
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GALV. METAL COPING ON TPO ON TWO
LAYERS 3/4” EXT. PLYWOOD; CLEAN,
< SLOPE J PRIME AND FINISH W/TWO COATS PAINT,
- SEE SPECS
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GALV. METAL COPING ON TPO ON TWO
LAYERS 3/4" EXT. PLYWOOD; CLEAN,

PRIME AND FINISH W/TWO COATS PAINT,
SEE SPECS

K——— B—1 MASONRY SOLDIER COURSE

[———NOTE, TIE TURNED AT ROWLOCKS TO BE @

16" 0.C.

K——— B~1 MASONRY ROWLOCK

T GALV. ADJUSTABLE ANCHORS @ 24"

0.C. EA. WAY

[~ TYVEK ON 7/16" 0SB SHEATHING; NOTE

SHEATHING TO BE NAILED AT 6" 0.C. ALL
AROUND THE PERIMETER AND 12" 0.C. ON
ALL INSIDE STUDS, TYPICAL

MEMBRANE ROOFING ON RIGI

INSULATION BOARD

WOOD TRUSS @ 24" 0.C.

R—13 INSULATION BY TENANT TO
COMPLETE ENVELOPE PER CODE

1/2" DIAMETER X 107/ LONG J-BOLTS @ 48"
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DOUBLE TREATED 2X6 WOOD SUPPORTS,
CONTINUOUS
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¢ 3/4" STUCCO ON GALV. METAL LATH ON

TYVEK ON 7/16" 0SB SHEATHING; NOTE
SHEATHING TO BE NAILED AT 6" 0.C. ALL
AROUND THE PERIMETER AND 12" 0.C. ON
ALL INSIDE STUDS, TYPICAL
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