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SURE—-SEAL
j\ SURE—-SEAL

STAINLESS ——o | | PRE—MOLDED PIPE SEAL
STEEL

CLAMPING SURE-SEA®

RING EPDM MEMBRANE

1/2” T0 6-1/2"

cm)

WATER

SURE—SEAL INSULATION

SURE—SEAL/ SURE—SEAL IN—SEAM
SPLICING SEALANT (NOTE 3)
CEMENT SURE—SEAL/
LAP SEALANT
z2a | EZavZZZZA NOTES:
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 1. REMOVE ALL LEAD AND OTHER FLASHING.
‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘ 2. PRE—MOLDED PIPE SEAL MUST HAVE INTACT
o o ° o RIB AT TOP EDGE, REGARDLESS OF PIPE
o o o o @ DIAMETER.
) °© g9 &S o e & s
o Lo o 0©° 3. APPLY IN—SEAM SEALANT 1/2 INCH (13 mm) FROM
90 o INSIDE EDGE OF PIPE SEAL FLANGE.
o
o o 4. DECK FLANGES OF THE PRE—MOLDED PIPE
| |—— FLASHING SHALL NOT BE OVERLAPPED, CUT OR
APPLIED OVER ANY ANGLE CHANGE.

APPROX. 1/2”
(13 mm)
U—-8—A

PRE—MOLDED VENT PIPE FLASHING

METAL FLASHING
SURE—SEAL BONDING ADHESIVE

SURE-SEAL EPDM MEMBRANE

OR SURE—-SEAL CLEAN CURED FLASHING

SURE—SEAL SEAM FASTENING
PLATE MAX. 12” (31 cm) O.C.
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3" (8 cm)
MIN.*

* FOR PROPER IN—SEAM SEALANT PLACEMENT REFER
TO DETAIL U-2

SURE—-SEAL IN—SEAM SEALANT

SURE—SEAL
SPLICING CEMENT
SURE—SEAL
LAP SEALANT
SURE—SEAL®
EPDM MEMBRANE
/— SURE—SEAL INSULATION

FLASH ALL OUTSIDE CORNERS

WITH TWO (2) PIECES OF UNCURED
ELASTOFORM FLASHING AS PER
DETAIL U-15-C OR WITH SURE—SEAL
OUTSIDE CORNER, AS PER

DETAIL PS—15—F (SEE NOTE 3)

SURE—SEAL®IN—SEAM
SEALANT ™ REQUIRED
ON ALL CURED-TO—
CURED SPLICES
APPROX. 1/2"

(13 mm) FROM EDGE

CURED EPDM
MEMBRANE

NOTES:

1. HP LOCKING SEAM PLATES OR POLYMER SEAM
PLATES ARE REQUIRED IN LIEU OF SEAM FAST—
ENING PLATES FOR MECHANICALLY—FASTENED
ROOFING SYSTEMS OVER STEEL DECKS.

2. IF VERTICAL SPLICE NOT LOCATED AT CORNER,
6 IN. (15.5 cm) WIDE UNCURED ELASTOFORM

FLASi-IING OR PRESSURE SENSITIVE FLASHING
MUST BE CENTERED OVER FIELD SPLICE AT
ANGLE CHANGE.

U—5-8
CURB FLASHING (OPTION #2)

SURE—SEAL TERMINATION BAR FASTENED 12" (31 cm) MAX.

(METAL BAR MIN. 1/8” X 1) (.3 x 2.5 cm)

SURE-SEAL WATER CUT—OFF MASTIC, TO
BE HELD UNDER CONSTANT COMPRESSION

®
SURE—-SEAL

EPDM MEMBRANE

E—SEAL INSULATION

, [
AT

APPROX. 1"

.|

\/

GUTTER

NOTE; TERMINATION BAR MUST COVER
OVER MASONRY FOR A SOLID
WATERTIGHT FIT

TREATED WOOD NAILER

NOTES:

1. FASTENER PATTERN OF METAL BAR MUST
PROVIDE CONSTANT COMPRESSION ON
WATER CUT-OFF MASTIC.

2. WHEN REINFORCED MEMBRANE IS USED
ENSURE FASTENER PENETRATES REINFORCEMENT.

U—-1-C
METAL BAR TERMINATION

METAL CAP (SEE 8/A5.5, 7/A5.3

SURE—SEAL®
EPDM MEMBRANE

SURE—-SEAL BONDING ADHESIVE

NOTE:

FOR CARLISLE SecurEdge™COPING REFER TO
INSTALLATION INSTRUCTIONS UNDER MISCELLANEOUS.
SECTION.

U-9-B

CAP FLASHING VERTICAL TERMINATION

METAL CAP OR COUNTERFLASHING

/RUBBER OR URETHANE ROD STOCK
W/ ADHERED IN PLACE

SURE—SEAL®HP LOCKING SEAM PLATE OR
POLYMER SEAM PLATE REQUIRED FOR
STEEL DECKS.

SURE-SEAL
SPLICING CEMENT

SURE-SEAL HP LOCKING SEAM

PLATE OR POLYMER SEAM

®
SURE—SEAL PLATE WITH SURE—SEAL HP FASTENER
REINFORCED/ (MAX. 12" (31 cm) 0.C.)
EA'E?A%RANE SURE—SEAL IN—SEAM SEALANT
SURE—SEAL INSULATION
SURE—SEAL
LAP SEALANT
SURE—SEAL
A = ™ REINFORCED
; = ‘ EPDM MEMBRANE

2" (5 cm
|

SURE—-SEAL
IN—SEAM

NOTES:

1.

REFER TO SPECIFICATION FOR ACCEPTABLE CARLISLE
FASTENERS, PLATES AND FASTENER DENSITY.

- c 2. REFER TO SPECIFICATION FOR PROPER MEMBRANE
MIN. MIN. SPLICING PROCEDURES.
<37 (8 cM)afw 3" (8 cmju| 3. IN-SEAM SEALANT SHALL BE CONTINUOUS ALONG
MIN. MIN. THE LENGTH OF THE SPLICE.
4. MAINTAIN A CONTINUOUS BEAD OF IN—SEAM SEALANT
AT ALL MEMBRANE SPLICES.

MEMBRANE ATTACHMENT/STEEL DECK

ANY U-9

TERMINATION
SURE—-SEAL

EPDM MEMBRANE

SURE-SEAL/BRITE—PLY
SPLICING CEMENT

SURE—-SEAL

=7

/ EPDM MEMBRANE

SURE—SEAL BONDING ADHESIVE

8” (15.5 cm) WIDE SURE-SEAL/].
REINFORCED EPDM MEMBRANE
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FASTENING PLATE
SURE-SEAL FASTENER
12" (31 cm) O.C.
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SURE—-SEAL SEAM A&)
1. FOR CORNER APPLICATION, SEE DETAIL U—15-D.

2. 6”7 (15.5 cm) WIDE UNCURED ELASTOFORM FLASHING OR PRESSURE SENSITIVE
FLASHING MUST BE CENTERED OVER FIELD SPLICE AT ANGLE CHANGE.

SURE-SEAL
INSULATION

3. HP LOCKING SEAM PLATES OR POLYMER SEAM PLATES ARE REQUIRED

IN LIEU OF SEAM FASTENING PLATES FOR MECHANICALLY—FASTENED

ROOFING SYSTEM OVER STEEL DECKS.

U—-12-C

MEMBRANE SECUREMENT HORIZONTAL

SURE—SEAL BONDING ADHESIVE
/ SURE—SEAL EPDM MEMBRANE
4 OR SURE—SEAL CLEAN CURED FLASHING
— SURE—-SEAL
SPLICING CEMENT E\I%TJELZTSI%ANL NOTES:
SURE_SEAL 1. TREATED WOOD NAILER MUST EXTEND PAST
L N SEA SEALANT TOTAL WIDTH OF DECK FLANGE.
] (SEE NOTE 4) 2. LENGTH OF ROD STOCK IS LIMITED
I SURE—SEAL® TO 4 FEET (1.2 m). USE INDIVIDUAL SECTIONS
2PDH MEMBRANE OF ROD STOCK FOR LONGER DIMENSIONS.
— , 3. DETAIL IS NOT ACCEPTABLE FOR VIBRATING
- -qID ) N ROOFTOP UNITS.
/ ,
‘ ‘ ‘ ‘ 4. IN—SEAM SEALANT MUST BE PLACED NO
‘ ‘ ‘ ‘ ‘ MORE THAN 1/2 INCH (13 cm) FROM EDGE OF
\ — \ FLANGE.
o o o a
o o < 2 0l o 5. 6 IN. (15.5 cm) WIDE UNCURED ELASTOFORM
° 5 ° o °l e FLASHING OR PRESSURE SENSITIVE FLASHING
0o o, MUST BE CENTERED OVER FIELD SPLICE AT
s ° 2 ANGLE CHANGE.
a (4
3 (8 om) 6. PRESSURE SENSITIVE CORNERS CANNOT BE
\ SURE—SEAL/ USED FOR THIS DETAIL WHEN THE FLANGE
MIN. IS LOCATED ON TOP OF THE MEMBRANE
TREATED WOOD LAP SEALANT DUE TO INCOMPLETE COVERAGE OF THE
NAILER METAL FLANGE AT CORNERS.
SIDES CANNOT EXCEED 12 INCHES (31 cm)
SURE—SEAL UNCURED SURE—SEAL
ELASTOFORM FLASHING @ INSULATION
®
17 (2.5 cm SURE—SEAL
™ MWF ) EPDM MEMBRANE
SURE—SEAL _
P OURABLE SURE—SEAL SPLICING CEMENT
SEALER SURE—SEAL LAP SEALANT
METAL DAM
(BY OTHERS) NOTES:
1. 180°F (82'C) MAXIMUM TEMPERATURE.
; 2. POURABLE SEALER MUST CONTACT UNCURED
ELASTOFORM FLASHING AND DECK MEMBRANE.
2" (5 cm) 3. DECK FLANGE MUST BE CONTINUOUS WITH ROUNDED
MIN. CORNERS.
P e L1 B POURABLE SEALER POCKET MAY BE ROUND.
f | | | | | | | | | | | | | 5. POURABLE SEALER POCKET TO BE 1 IN. (2.5 cm) MIN.
L] | | | | | | FROM PENETRATION ON ANY SIDE.
I e o o L@ O 6. POURABLE SEALER MUST COMPLETELY FILL POURABLE
. ol o o . - oo 9, o SEALER POCKET TO PREVENT PONDING OF WATER.
° ° oo o g o 7. POURABLE SEALER TO BE MIN. 2 IN. (5 cm) DEEP.
\ 8. IF ANY SIDE EXCEEDS 12 IN. (31 cm), USE TREATED
‘A; FILLER WOOD NAILERS; SEE U-16-B.
_ |3 (B ol PENETRATIONS 9. POURABLE SEALER MUST CONTACT THE BARE SUR-—
MIN. ) FACE OF THE PENETRATION. ALL DEBRIS (PAINT, RUST
. - 17 (25 cm) LEAD, OTHER FLASHINGS, ETC.) MUST BE REMOVED
MIN. FROM THE PENETRATION.

FIELD FABRICATED POURABLE SEALER POCKET

SURE—SEAL/BRITE—PLY

—_

REMOVE ALL LEAD AND OTHER
FLASHING BEFORE INSTALLING
FIELD—FABRICATED PIPE SEAL.

2. NAILER REQUIRED AROUND ALL
PIPES GREATER THAN 18 INCHES
(46 cm) IN DIAMETER.

3. UNCURED ELASTOFORM FLASHING
WRAPPED AROUND PIPE SHALL HAVE
3” (8 cm) MIN. MEMBRANE SPLICE.

COLD PIPE
SURE—-SEAL
/ LAP SEALANT
\ SURE—-SEAL
z SPLICING CEMENT
SURE-SEAL
INSULATION
® SURE-SEAL UNCURED
SURE—-SEALY/ ELASTOFORM FLASHING
EPDM
MEMBRANE
LAP SEALANT
_ % @ X\ )\1 2" (13 mm) MIN.  NOTES:
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3" (8 cm)
~=— MIN. — 17 (2.5 cm) MIN.

U—14—A
FIELD FABRICATED PIPE SEAL
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