LOAD SERVED

STANDARD LEASE: 12,840 SF. @ 30VA =

EXTERIOR LTG:
TOTALS
388.7 KVA
| SERVICE = = 1076.7 AMPS
208V X /3
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CONNECTED
LOAD
(KVA)

385.2
28

388.0

FINISHED GRADE

36"x36"x14"

SERVICE
ENCLOSURE

ELECTRICAL DESIGN LOAD SUMMARY

DEMAND
LOAD
(KVA)

385.2
3.5

388.7

THEREFORE PROVIDE A 1200 AMP, 120/240 VOLT, 1-PHASE, 3-WIRE SOLIDLY GROUNDED ELECTRICAL SERVICE.
THIS INCLUDEDS A 25% GROWTH FACTOR.
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4 PANEL: 3¢, 4w, 120/208 VOLT NEMA:__ 3R )
PANEL "LHP” LOCATION: __SEE PLAN ISCR: 22K
SURFACE MTD. _100 AMP M.C.B.
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ELECTRICAL RISER DIAGRAM

1 SCALE: NOT TO SCALE

KEYED NOTES:

SERVICE ENCLOSURE 36°X36°X14" IN ACCORDANCE WITH
LOCAL ELECTRIC COMPANY STANDARDS.

ELECTRICAL SERVICE METER PER LOCAL ELECTRIC COMPANY
REQUIREMENTS.

PROVIDE A CONCRETE ENCASED GROUNDING ELECTRODE AS
PER THE NEC AND LOCAL CODES.

FUTURE PANEL & FUSED DISCONNECT TO BE PROVIDED
UNDER THE TENANT FINISH-OUT CONTRACT.

WEATHER HEAD IN ACCORDANCE WITH LOCAL ELECTRIC
COMPANY.

4- 4" EC.
4 41 & 1 #6 GND. IN 1 1/2°C.

4-SETS: 4 #350 EACH IN 4°C.
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